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IP Video Intercom Paging Console 

 
 
 
 
 
 
 
 
 
 
 
 
 

MOST IMPORTANT FEATURES OF THE IP VIDEO INTERCOM PAGING CONSOLE 
   Display: 
   - Build-in 4,3” LCD screen 
   - Menu language - english 
   - Possibility of initial configuration directly from the LCD screen 
   - Displaying video calls from the IP Video Intercom Paging Console and  
     alarm terminals 
   Buttons panel: 
   - Build-in two 4,3” LCD screens 
   - Displaying the names of alarm terminals 
   - Active status change for alarm terminals directly on a screen 
   Microphone: 
   - Microphone on a gose neck 
   - Highlighted during work 
   Buttons:  
   - Numeric keyboard buttons for direct choice of the alarm terminal ID 
   - Programmable physical buttons 
   - „Voice broadcasting” buton PPT 
   - Call ending button 
   - Transmit broadcasting button 
   Buttons of the panel buttons: 
   - 16 programmable physical buttons for direct dialing of alarm  
      terminals 
   - Possibility of development to 6 panels (summary 96 buttons for direct  
     dialing) 
   Camera: 
   - Build-in camera IP H.264 for video calls 
   - Video calls between IP Video Intercom Paging Consoles 
   - Video calls between IP Video Intercom Paging Console and alarm  
     terminal 

   Headset: 
   - Comfortable earphone for earphone calls mode 
   - Automatic receiving of calls after picking up an earphone 
   - Automatic swiching on of a  headset mode after picking up 
   Connections: 
   - Audio/video connections with alarm terminal 
   - Audio/video connections with IP Video Intercom Paging  
     Console 
   - Possibility of alarm terminal wiretapping 
   - Broadcasting – dispatched programmed of messages to the  
     specific groups of alarm terminals 
   - Automatic receiving calls function 
   Interfaces: 
   - Communication port LAN 
   - Audio Line input 
   - Programmable Audio Line output 
   - Additional output for call recording REC 
   - Programmable input and output  
   Others: 
   - Possibility of calls recording 
   - Missed calls 
   - Voicemail 
   - „Listen only” function 
   - „Just talk” function 
   - Priority assignment function 
 

 
 
 
 
 
 
 
 

 
    IP Video Intercom Paging Console 

TYPE: Desktop 
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Technical Specification of the IP Video Intercom Paging Console 

 
Power supply and power consumption 12VDC 2A/PoE 

Network protocols TCP/IP, UDP, ARP, ICMP, IGMP, SIP 2.0 

Audio codec Alaw, Ulaw, G711, G722, Speex, MP2, MP3, PCM, ADPCM 

Audio sampling 8kHz ~ 192kHz 16bit 10k ~192Kb/s 

Frequency response 20Hz-16kHz 

S/N ≥90Db, 20Hz – 20kHz 

Video codec  H.264 

Video transmission  96Kb/s - 512Kb/s 

Interfaces 

Audio Line input 

Audio Line output 

Alarm inputs/outputs 

LAN RJ45 10/100Mb/s input 

Display TFT 4,3” LCD (480x272) 

Dimensions and weight 257x300x78mm, 2,3kg 

Working temperature  -10°C÷65°C   ≤90% RH 

 
IP Video Intercom Paging Console dimensions 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

78mm 

300mm 
100mm 

257,3mm 

 
    IP Video Intercom Paging Console 

TYPE: Desktop 
 

  


